
 
PRODUCT SPECIFICATIONS & TECHNICAL DATA 

 

PREMIUM TRACTOR HYDRAULIC FLUID 
 
PETROFLO BRAND TR-H FLUID is a multi-viscosity multi-function and recommended for use in most tractor 
transmission applications including those requiring wet brake additives.  PETROFLO BRAND TR-H FLUID is 
compounded from select base stocks and high technology performance additives which meet or exceed most 
transmission and hydraulic requirements. 
 
BENEFITS: 

• Extremely effective rust protection, and water demulsibility 
• Superior (E.P. Extreme Pressure) additives for maximum transmission/converter protection 
• Unique wet brake additive for extra built-in protective properties 
• Very highly effective anti-wear properties 
• Dyed blue for easy identification 

APPLICATIONS: 
• ALLIC CHALMERS POWER FLUID 82IXL, J.I. CASE MS 1206, MS 1207, MS 1210,TCH (JIC-144), 

TFD (JIC-143 & 146)  
• ALLISON C-4 
• CATERPILLAR TO-2 
• COMMERCIAL SHEARING 
• DENNISON HO-F, HF-0, HF-2 
• DEUTZ-ALLIS HTF 
• EATON HYDRAULICS 
• FIAT 
• FORD M2C134-C, M2C86-C, M2C41-B, M2C48-B, M2C53-A 
• HESSTON-FIAT OLIOFIAT TUTELA, TUTELA MULTI-F 
• HI-VIS, (JIC-185) 
• INTERNATIONAL HARVEST HY-TRAN PLUS B-6 
• JOHN DEERE QUATROL, JDM J20 A/B/C TYPE 303, HYGARD 
• KUBOTA UTF 
• MASSEY-FERGUSON PERMATRAN III, M1110, M1129A, M1135, M1141 
• OLIVER TYPE 55 
• RENK (AUTO BUS TRANSMISSION) 
• STEIGER 
• SUNDRAND SAUER 
• SUNDSTRAND HYDROSTATIC TRANSMISSION FLUID 
• VERSATILE HY-GEAR FLUID 23M OR 24M 
• VICKERS I-286-S, M 2950-S, 35 VQ 25 
• WHITE FARM EQUIPMENT, Q1826, UHTF, WHITE: AG ONE UNIVERSAL FLUID 
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TYPICAL ANALYSIS 
VISCOSITY SUS @ 210 F. 58 Minimum 

VISCOSITY SUS @ 100 F. 310 

VISCOSITY INDEX 135 

POUR POINT F -40 

FLASH POINT F. 435 
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